Balwa MawuHa 3aaTHa Ha binblue

OcobnunBocTi

[oxepeno 3miHHOro cTpymy 220 By Balwiil MallVHi: OAHOPO3ETOYHUIA
300-BaTHWIA iHBEpPTOP

MigxoguThb o5 NO6YTOBOI €M1EeKTPOHIKM 3i CMOXMBAHHAM go 300 BaTT:
HOYT6YKIB, 3apAfHUX NPUCTPOIB TenedoHiB, poToKaMep, MMIOCOCIB,
€NeKTPOIHCTPYMEHTIB Ta iH.

3axucT Bifj NepeBaHTaXeHb, KOPOTKOrO 3aMM1KaHHS | BOyf0OBaHUI
BEHTU/IATOP OXO/I0MXKeHHs 3abe3neuyoTb HaflilHe XMUBNEHHS Balumnm
npuCTposimM

CeiTnogiogHa iHgMkKauis

3MiHHUIA NNaBKUI 3aN06iXKHMK

MNakyBaHHSA

KinbKicTb B KOpobLUi, WT. 10
06’eM KOPOB6KH, Ky6. M 0.03159
Bara Kopo6ku, Kr 11.84

Po3mip iHguBigyanbHoT ynakosku AxLLxB: 210x155x70 mm

Po3mip kopobku AxLLXB: 450x390x180 mm
KpaiHa BUpo6HUK CN

LWTpux-Kog, 8716309075923
MUTHUIA-KOA, 8504408590

KomnnekTauis

Car power inverter
Cigarette lighter cable
Crocodile clamp cable
User manual
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ABTOMObGiNbHUM iHBepTOp 12V, 300 BT

EG-PWC-032

Cneyundikauis

Input: 11-15 VDC (car cigarette lighter or accumulator directly)
Output: 230 VAC +/10% at 50 Hz (+/-3Hz), modified sine wave

Power output: 300 W continuous power (peak power 600 W)
USB power output: 5V /1A
Recommended operating temperature: +5...+35 °C (max -15...+50 °C)

Material: aluminium and plastic

Cable: 600 mm (power x 2, 5 sq.mm), 0.55 m (cigarette lighter cable, 1.5 sq.
mm)

Dimensions: 180 x 100 x 60 mm

Net weight: 760 g

CucTeMHi BUMoru

Safety precautions:

A car cigarette lighter normally provides power up to 240 W. If your electrical
equipment consumes more than 150 W make sure the cigarette lighter does
not get hot, otherwise reconnect the invertor to car's accumulator directly,
being careful with the polarity.
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