PinbTp XXUBNEHHSA, 5 pO3eTOK, 4.5 M,
YOPHUUN KOJip
SPF5-C-15

Protects valuable equipment from harmful power surges
Suitable for high power consumption devices

Overload protection

Indicates correct grounding

Self-diagnostic

Safe for children

Cneuudikauis

Maximum total power load: 250 V AC, up to 16 A, (50 -60) Hz

Maximum surge voltage 6000 V, maximum spike current 9000 A, energy 250

A Joules
OcobmsocTi Sockets: 5 X French type (German Schuko type compatible)

Illuminated power rocker switch

German (Schuko) plug 16 A 1.5mm2 power cord, 4.5 m
Grounding indicator

Self-diagnostic indicator

Dimensions: 330 mm x 56 mm x 45 mm

Temperature range: (-5...+40) °C

Net weight: 0.8 kg

B6yfoBaHMI 3aXMCT Bif NEPEeLLKOA i BUKUAIB Hanpyru
Po3pobneHnin ans HaBaHTaXeHHs Ao 16 amnep
BUCOKOSIKICHUIA BOFHETPUBKUIA KOpMYC

3ano6iXHMK , WO CAMOBIHOBNOETLCS

lMepeBipka 3a3eM/eHHs PO3eTKU-IKepena
CamopiarHoCTVKa 3aXMCHOrO laHLora

LLITOpKM 3aXMUCTY Bify AUTUHU B KOXHII po3eTui

KinbKicTb B KOpobLUi, WT. 20

06’eM KOPOB6KH, Ky6. M 0.061 5

Bara Kopo6ku, kr 16.5 0‘; ag0) c € CJ
Po3wmip iHauBiayanbHoi ynakosku AxLLxB: 90x55x380 mm W e RoHS
Po3mip kopobku AxLLXB: 390x300x520 mm

KpaiHa BUpo6HUK CN

LWTpux-Kog, 8716309086356

MUTHUIA-KOA, 8544429090
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