Automatic voltage regulator and
stabilizer "Digital Series", 500VA

EG-AVR-D500-01
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Protects your sensitive and valuable equipment
Compact and reliable ideal for home appliance

Automatic voltage regulator
Cross zero transfer technology

AVR type: single phase relay
Selectable delay time: 65,180 s
Input: AC 140 275V, 50 Hz / 60 Hz + 10%
Output: AC 230V +10%/-13%, 50 Hz / 60 Hz
Protection: undervoltage, overvoltage, short circuit
Automatic 500 VA AC output voltage regulator (AVR) and stabilizer Sockets: 1 x Schuko output (CEE 7/4)

Operating conditions: 0°C~40°C, at humidity 10~90%RH non condensing
Pure sinusoidal AC wave form

Full metal cabinet with LED voltage display Power: 500 VA (300 W)
MCU controlled circuit provides precision output Dimensions: 210 x 140 x 118 mm
Zero cross transfer technology Product weight: 2.6 kg

High efficiency toroidal transformer

Full protection: over voltage, under voltage, overheat, short circuit,
and overload

Q'ty in crtn, pcs 6

Crtn volume, CUM 0.057942 =

Crtn weight, kgs 16.02 # @ C € C)
Individual package size LXWxH: 270x175x175 mm ¥ A RoHS
Carton size LxWxH: 540%x290x370 mm

Country of origin CN

Barcode 8716309087131

Customs code 8504408590
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