
EG-UPS-DT850U-01

Onduleur 850 VA, 6 prises, USB

Modèle mobile-
Batterie de secours, évitez de perte de données-

Protéger vos équipements de valeurs-
Parfait pour bureau ou maison-

ENCORE + DE PROTECTION 

Propriétés

Onduleur 850 VA-
Régulation automatique de voltage (AVR)-
interface USB-
Protection intelligente-
Batterie de secours-
Système Alarme-
Voyants LED-
Montage multiple-

Spécificités

Type: line interactive
Waveform: sine wave (AC mains), modified (square) sine wave (battery)

Input: 220 V AC ± 25%, 50 / 60 Hz ± 10%
Output: 220 V AC ± 10%, 50 / 60 Hz ± 1% (220 V AC ± 5 % at inverter mode)

Switching time: less than 10 ms
Backup time: 10...30 mins (depends on the load)
Battery: 151 x 65 x 95 mm, sealed lead-acid 12 V DC / 8Ah
Charge time: up to 8 hours
Sockets: 1 x C13 (input), cable CEE 7/7P, 6 x Schuko (output)

Sockets with UPS: 6 pcs (3 backed up, all 6 surge protected)

Operating conditions: 0°C~40°C, at humidity 20~90%RH non condensing

Power: 850 VA (510 W)
Charging current: up to 1.2 A
Noise: < 45 dB at 1 m distance
Dimensions: 280 x 185 x 95 mm
Product weight: 5.6 kg
"Cold-start" function

Configuration requise

In order to work correclty, the connected load should be at least 5% of the
maximum capacity of the UPS. For example, a 700 W UPS needs at least a
connected load of 35 W to work.

Certificats

Packaging

Contenu du colis

UPS
Power cord
User manual

Q'ty in crtn, pcs
Crtn volume, CUM
Crtn weight, kgs
Individual package size LxWxH:
Carton size LxWxH:
Country of origin
Barcode
Customs code

3
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